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1. Revision History 
 

Revision Date Author Description 
A 7/30/2008 Radio Dispatch Engineering Group Initial draft System Manager Version 

1.100 
B 08/03/09 Radio Dispatch Engineering Group Updated System Manager Version 

1.200 
 
2. Overview 

This is the release notes for System Manager 1.200 firmware/software. This release 
contains new features, improved features, and fixed issues.  The release notes include all of the changes 
and fixes since official release Version 1.102 
 
3. New Features 

 
 Version 1.200 

• It is now possible to record previously “permanent” settings such as device IP address and device 
name back to a device by checking the Record Configuration to Device window's “Record Name and 
Network Configuration” check box.  When this check box is enabled, only one destination device can 
be selected at one time. 

• Refresh button added to Firmware Update window, with same functionality as main window's device 
list. 

• When refreshing the device list, newly detected devices are passed on to the Firmware Update 
window. 

• Added option to display the device list by “<deviceType> - <deviceName>” or “deviceType> - 
<deviceIP>” to allow easier location of devices. 

• New configuration fields: 
o IP-223 

 Per Line / Signaling Setup / New serial port modes: Kenwood NEXEDGE and TDI 
• New configuration fields: 

o IP-223 
 General Gain / MSK Tone Delay 
 General Gain / MSK Tone Gain 
 Crosspatch / Enet Patch Timeout 
 Per Line / PTT Delay 

• When opening a local file, multiple devices can now be selected. 
• When saving to a file, .vga is now automatically appended to the end. 
• Added ability to click & drag a .vga file to the device list, with the same behavior as opening it from 

the File|Open menu. 
• New configuration fields: 

o IP-223 
 Per Line/Options/Busy Channel Lockout 

• Device List Filter selection: hold control and clicking on a device name in the filter menu will check 
only that device, and uncheck all others. 

 
4. Improved Features and Fixed Issues 
 

 Version 1.200 
• Configuration fixes: 

o IP-223 
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 Per Line (iDen) IR166 modem check now detected and set correctly 
 Per Line / ANI Decorder Options / MDC Encode and MDC Decode now correctly 

enabled/disabled depending on the line's mode. 
• Fixed previous crash when copying configuration from unprocessed local device file. 
• Device List Fixes: 

o Device list display behavior improved so that the list stays in one vertical column. 
o Device list is now double buffered, which eliminates flicker. 

• Resized GUI elements to avoid being cut off when resizing the GUI window or changing resolution. 
• Various labels changed (Per Line: “Channel” to “Line”, Crosspatch “Channel” to “Radio”) to keep 

consistent with device's web page. 
• Reading from a device is now threaded, and no longer temporarily makes the GUI non-responsive. 
• Firmware Update window fixes: 

o Added note to to warn to not power down/restart device during firmware update 
o Added confirmation message when updating firmware on a manually-entered IP address. 

• Improved the device list's behavior when the Delete key is pressed.  Previously, pressing the Delete 
key while focusing on anything besides a text box triggered the device list's Remove Device 
functionality, causing the device list entry to disappear. 

• Improved behavior on  IP Text Boxes.  Left and Right arrow keys now allow the cursor to traverse 
across adjacent octets. 

• Configuration fixes: 
o IP-223 

 Per Line/Mic Click Setup/Number of Clicks corrected. 
 Added labels for Crosspatch/Patch Timeout, Global, Beep Delay, and Interdigit time. 
 Reorganized Per Line page so that each heading is now a tab.  This should make 

settings easier to locate, and allow for further expansion. 
• When the Record Configuration window is opened, the currently selected device in the main 

window's device list is automatically selected in the Record Configuration window's list. 
• When using the mouse wheel to scroll through a table with multiple pages, the spin box now only 

increments/decrements by one page at a time. 
 
 

5. Compatibility 
Version 1.200 
• System Manager 1.200 has all the capabilities and compatibility of version 1.102.  Only new 

capabilities and fixes to existing features were made. 
 
 

6. Installation and Upgrade 
 

Version 1.200 
• To install Telex System Manager 1.200 

o Uninstall previous version. 
o If the .NET 2.0 framework or greater is not installed, first install using either through the 

Microsoft update or by running the included dotnetfx.exe. 
o Run setup.exe and follow the prompts. 


