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1. Revision History 
 

Revision Date Author Description 
A 08/11/2008 Radio Dispatch Engineering Group Initial draft 

 
 

2. Overview 
This is the release notes for IP-1616 release version 4.100. This release contains new features, improved 
features, and fixed issues.  The release notes include all of the changes and fixes since official release 
Version 4.000.  
 
NOTE:  Please note that Telex FTP Application is no longer used for system upgrade. The Telex Firmware 
Binary (tfb) is the new firmware format instead of the bin file.  User will need to use Telex System Manager 
Application to save, clone parameters configuration and upgrade firmware. 
 
 
3. New Features 

Version 4.100 
• FleetSync Serial/OTA mode.  Provide the capability for the console to send out status and Select 

Call in both form of FleetSync encode.  Over the air (OTA) encode is where the MSK signal is being 
generated at the IP223.  Serial FleetSync encode is where the audio is being generate by the 
appropriate Kenwood serial radio interface to IP223. 

• FleetSync acknowledgment.  The option only work in with the FleetSync serial encode. 
• Provide Encryption and Talk Around on TK-5x10 Kenwood radio 
• Increase PIN length size to 16 digit number. 
• Add Web page Account Management.  System administrator has the ability to create 5 different login 

accounts for webpage users 
• Enable/Disable Scan feature.  It is the per line option for user to enable or disable scan button on the 

console 
• Create an option to toggle between alias ID and actual Caller ID in history list. (Press Softkey 3) 
• Improve ID Directory List. 
• Add Call List button for user to easy access the ID directory 
• Support AUX microphone. The setup feature is in the System 1 page. 
• Cloning now requires username and PIN of the console that is being clone from. 
• Able to dial phone # and iDen number on the history list 
• Disable/Enable Call List 
• Paging support in radio phone mode.  Be able to send a page through radio phone mode 
• Improve webpage usability. 
• Add Printer friendly page for print ID Directory and Paging Directory 
• Support Telex System Manager.   
• Checksum display on webpage 

 
 

4. Feature improvements and known issues fixed in this release 
Version 4.100 
• Fixed: When boot up, initialize ID in ID directory 
• Fixed: iDEN display error. 
• Fixed: System frozen when have "Enable ID lookup" enable and when received and incoming call w/ 

an ID that is listed in the "ID Directory" 



 

                  IP-1616 Release Version 4.100 Release Notes 

 

 

 
Telex Communications Confidential Proprietary 

8601 East Cornhusker Lincoln NE 68507 
 

2 

• Fixed: Various display errors. 
• Fixed: If 24hrs clock is set, the ID history list does not display correctly.  
• Fixed: Console unresponsive to clone command after running for about 30 min 
• Fixed: VU bar not clear out completely after transmit 
• Fixed: When use iDen as phone, dial from call list won't let you dial 
• Fixed: In iDEN operation, when parallel console initiates a group call and the iDEN handset response 

back to the group call, the ID display is 0*0*0 
• Fixed: When select a phone line in the "PHN" list, the softkey "DOWN" button doesn’t function 

correctly. 
• Fixed: Notification w/ Volume for phone ring does not work 
• Fixed: When no line is selected, if user presses "TxALL" button, label display wrong. 
• Fixed: Console lockup when on paging display error message and PTT is press 
• Fixed: When parallel console “SUP”, console will PTT 
• Fixed: When parallel select line in XP, it goes PTT 
• Fixed: Display error in Quick Page mode when no line is selected 
• Fixed: During firmware upgrade process, if there’s an error, FTP client does not receive that error.  
• Changed: Move all the AUX setup to the multicast setup page. 
• Changed: "Reset Parameters" is now name as "Reset System Parameter" and it has been move to 

"Account Setup" page 
• Changed: To enable Phone or Radio phone for each line, it is in the "Multicast Setup" page. 
• Changed: Remove user "root" and it’s password to block backdoor. PIN can now be reset using the 

hyper terminal. 
• Changed: Reorganized the history list. 
• Changed: When toggling Encryption or Scan, there won’t be a message, but rather an “E” will display 

on the top right if Encryption is turn on. If Scan is turn on, there will be an “S” on the top right. 
• Changed: PIN change and Clone console webpage now merge into one. 
• Changed: Change ftp function so now it check for checksum and file size before it actually flash 
• Changed: Post page (webpage) does not display. 

 
 

5. Compatibility 
Version 4.000 
• NA 

 
Version 4.001 
• NA 

 
Version 4.002 
• NA 

 
 

6. Installation and Upgrade 
Version 4.000 
• Please use TSM Version 1.0.0.9 or newer and TELEX VEGA VoIP Software Instructions to upgrade 

the firmware   
• When upgrading from version 4.000, ID Directory IDs will all get clears out and all the password and 

username will get reset. 


